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Effluent water quality and the ochre deposit characteristics 
of the abandoned Smolník mine, East Slovakia  

 
 

Daniel Kupka1, Zuzana Pállová1, Andrea Horňáková2, Marcela Achimovičová1 and Viktor Kavečanský3 
 
 

This paper presents the results of a 20-year survey of selected physical and chemical parameters of mine drainage and associated 
stream sediments at the abandoned Smolník deposit (East Slovakia). The Smolník mine was in operation intermittently from 
the 14th century for Au, Ag, Cu, Fe and pyrite (FeS2). In 1990 - 1994 the mine was finally closed and flooded. In 1997 a remediation 
effort was initiated in an attempt to improve the quality of acid mine drainage (AMD) from the mine site. Monitoring of the AMD water 
parameters has continued since 2000 in quarterly intervals. Considering the concentration of dissolved constituents and the flow rate 
of the AMD, the abandoned Smolník deposit brings about continuous loading of more than 500 kg of dissolved metals per day 
to the adjacent Smolník stream.  

The ochreous precipitates formed from AMD stream were characterized by elemental analysis, X-ray diffraction and scanning 
electron microscopy. Schwertmannite was the dominant solid phase in the precipitates. The chemical analysis of AMD and the elemental 
composition of related sediments indicated selective scavenging potential of the precipitates for arsenic and other metal species.  
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Introduction 
 

Extensive mining activities in the region of the Spišsko-gemerské Rudohorie (Ore Mountains Mts.) 
in Slovakia have left a legacy of numerous old, closed mines after the mining industry started to decline 
in the 1990s. The closed and abandoned sites are mostly mine workings, waste-rock piles, tailing 
impoundments, and waste dumps. As a consequence of intensive mining for hundreds of years, adverse 
environmental effects of acid mine drainage (AMD) are now apparent in mine areas such as Pezinok (Andráš 
et al., 2004); Šobov (Šottník and Šucha, 2001); Smolník, Hodruša, Rožňava (Mária Baňa), Slovinky, 
Rudňany and others (Jaško et al., 1996, 1998; Kupka, 2004; Lintnerová et al., 2004; Lintnerová et al., 2009; 
Šlesárová, 2007). Uncontrolled discharges of waste effluents from abandoned (mostly flooded) mines 
contaminate surface waters and surrounding environment with heavy metals, sulfates and other oxyanions. 

AMD is a serious environmental problem in many countries. AMD occur predominantly in sulfide 
deposits and originates from the weathering of sulfide bearing rocks. Chemolithotrophic, iron- and sulfur-
oxidizing bacteria play an essential role in the weathering of sulfide minerals as they accelerate the oxidation 
of Fe and S entities in pyrite and other metal sulfides, leading to mineral dissolution and acid generation 
(Singer and Stumm, 1970; Nordstrom, 1982). Iron and sulfate are the major species in the AMD and their 
mobility in these natural systems is controlled by their co-precipitation in the form of iron(III) 
(oxy)hydroxides and hydroxysulfates (Bigham and Nordstrom, 2000). When exposed to air, ferrous iron 
in these systems is readily oxidized to ferric iron that hydrolyzes and precipitates in a variety of poorly 
soluble iron minerals. Among these, schwertmannite is perhaps the most frequently formed solid phase 
in acid mine streams (Eqn 1) (Bigham et al, 1996a). 

 
8Fe3+ + SO4

2- + 14H2O  Fe8O8(OH)6SO4 + 22H+          (1) 
 
Schwertmannite is a poorly crystalline, metastable mineral that transforms spontaneously to goethite, 

releasing structural sulfate and producing protons (Eqn 2) (Bigham et al, 1996b).  
 

Fe8O8(OH)6SO4 + H2O  8FeOOH + 2H+ + SO4
2-          (2) 

 
At pH < 2 the transformation of schwertmannite is directed towards jarosite (Eqn 3).  
 

Fe8O8(OH)6SO4 + SO4
2- + K+ + 16H+  KFe3(SO4)2(OH)6 + 5Fe3+ + 8H2O       (3) 
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The transformation of schwertmannite to goethite or jarosite proceeds via the solution phase; 
i.e., it involves the dissolution of schwertmannite as indicated in the reversal of reaction 1. These 
interconversions of iron minerals modify the mobility and environmental impact of adsorbed and                            
co-precipitated elements (Cornell and Schwertmann, 2003).  

Sediments impacted by AMD receive substantial loads of iron, sulfur and other elements as they                  
co-precipitate with or adsorb onto these secondary mineral phases. Fe(III)-hydroxysulfates from acid mine 
drainage have been shown to contain arsenic, chromium and a variety of rare earth elements (Schroth 
et al., 2005; Acero et al., 2006). 

This work presents a summary of the results of monitoring the AMD and sediment composition 
in the Smolník mine area. The Smolník deposit was in operation intermittently from the 14th century for Au, 
Ag, Cu, Fe and pyrite (Jaško et al, 1996). In 1990 - 1994 the mine was closed and flooded. In 1997 
a remediation effort was initiated in order to minimize the production of AMD. This involved diversion 
of the surface (rain) water upstream the site to decrease the amount of water entering the mine area. 
The quality of the water draining the site was improved by the addition of alkaline chemicals such 
as limestone (Jaško et al, 1998). Despite the treatment technologies the AMD still contains appreciable 
amounts of dissolved metals that exceed the discharge limits pursuant to the Resolution of the Government 
of the Slovak Republic No. 296/2005. According to the chemical composition and the flow data, a daily 
loading of total dissolved metals from the flooded mine is approx. 500 kg. The abandoned Smolník sulfide 
deposit was involved in the list of the most endangered ‘hot spot’s’ sites according to the Inventory of Old 
Burdens developed by the Ministry of Environment of the Slovak Republic (Palúchová et al, 2008). 

 
 

Material and methods 
 

Water quality monitoring and evaluation 
Multiple samples that provided seasonal variation in water quality were collected from the sampling site 

at the shaft Pech. This shaft receives the majority of waters draining the flooded Smolník mine area. 
The water samples were collected, preserved, stored and analyzed according to the Water Act No. 364/204 
Coll. as amended by the act No. 384/2009 Coll. and related legislative documents.  

The flow rate, temperature, dissolved oxygen, pH, and redox potential (Eh) were measured in the field 
at the time of water sampling. These measurements were conducted using field-calibrated instruments. 
Samples for analysis of dissolved metals were acidified with concentrated HNO3 and transported 
to the laboratory.  

Concentrations of dissolved metals were measured with atomic absorption spectrometry (AAS Spectra 
AA-30, Varian Scientific Instruments, Mulgrave, Vic., Australia). Iron speciation was determined               
by the o-phenanthroline colorimetric method (Herrera et al. 1989). Sulfate concentration was determined 
by the nephelometric method using BaCl2 (Vogel, 1961). Total dissolved solids (TDS) were determined 
gravimetrically. The pH, Eh, temperature and conductivity were determined by potentiometric 
and conductometric methods, respectively, using a temperature compensated combined pH electrode, 
combined Pt-Ag/AgCl redox electrode and conductivity cell.  

 
Analysis of the sediments 
Ochreous precipitates were collected from the bottom sediments and walls of the channel that drains 

the AMD effluent from the shaft Pech into the Smolník stream. The precipitates were washed with distilled 
water and air dried at 22 ± 2 °C. Dried samples were homogenized in agate mortar and stored in desiccators 
before analysis. 

The chemical composition of solid samples was determined by AAS after digestion with concentrated 
HNO3 and HCl (1:1) in a microwave digester.  

The X-ray diffraction (XRD) patterns were measured using a Philips PW 1820 powder diffractometer 
with CuKα radiation. XRD patterns were fitted and analyzed by the Rietveld (profile matching) procedure 
using the FullProf software package (Rodríguez-Carvajal, 2001). 

Solid air dried samples were examined under a model JSM-6400 a scanning electron microscope (SEM) 
(JEOL Ltd., Tokyo), equipped with an ion microprobe for energy dispersive analysis of X-rays.  

 
Geochemical modeling 
The Geochemist’s Workbench® (Rockware, Inc., Golden, CO) (Bethke 1996, 2004) was used for 

geochemical modeling. It is a set of interactive software tools for solving problems in aqueous geochemistry, 
including those encountered in environmental protection and remediation, petroleum industry and economic 
geology. 
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Results and discussion 

 
Monitoring of the AMD effluent from the shaft Pech. 
After the closure of the Smolník deposit in 1990, the mine was flooded from December 1990 to May 

1994. Changes in the quality of the AMD from 1991 to the present time from the shaft Pech are shown 
in Fig. 1. After a rapid increase of concentrations of dissolved constituents soon after the end of flooding 
in June 1994, the concentrations gradually decreased during the subsequent three years. This decrease was 
connected with the remediation measures. Since 1997, a stable trend of water quality change has been 
observed. However, the concentrations of individual components are still high and exceed the discharge 
limits.  

In 2010 an intensive rainfall brought about a dramatic increase of concentrations of dissolved 
components. Owing to anomalous weather conditions in the second quarter of 2010, a substantially larger 
quantity of water infiltrated the mined area, elevated the level of groundwater and flushed out transiently 
retained dissolved weathering products of sulfide minerals.  

The primary pollutants in the Smolník AMD are iron, sulfate, manganese, aluminum, copper, zinc 
and arsenic. In the normal regime the flow rate of the mine water reaches 10 l s-1 with a pH of 3.9 and 
an average temperature of 14 ºC. Sulfate and ferrous iron, which are the products of pyrite leaching, are 
the dominant ions in the fresh AMD effluent. The predominance of ferrous iron results from the different 
kinetics of oxygen-independent sulfide oxidation by Fe3+, and a slower, oxygen-dependent Fe2+ reoxidation 
under oxygen limited conditions in the remaining ore body. In addition, ferric iron is highly insoluble above 
pH 2.5. Sulfate and ferrous iron are transported in the AMD as dissolved species. When exposed to air, Fe2+ 
can easily be oxidized to Fe3+ by chemolithotrophic, acidophilic, iron-oxidizing bacteria that are abundant 
and indigenous in AMD sites (Kupka, 2001). Hydrated ferric iron hydrolyze and readily precipitate with 
sulfate in the form of Fe(III)-hydroxysulfates. Aluminum and oxyanions such as arsenate are usually 
associated with iron precipitates through sorption or solid solution.  
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Fig. 1.  Changes in the water chemistry at the shaft Pech from 1991 to 2010. Graphs are compilation of author’s observations with some 

data from other sources (Jaško et al., 1996; Jaško et al., 1998; Lintnerová et al., 1999; Šottník et al., 2002).   
 

Geochemical modeling 
Geochemical modeling was used to assess the stability of the AMD system and the stability fields 

of the precipitated minerals (Fig. 2). Under oxidizing conditions, the predominant Fe2+ ions in the solution 
occur mostly as sulfate complexes [FeSO4]0 and [FeSO4]+. In the range of pH 2.3 to 5.0 iron is stabilized 
in the form of K-jarosite, and above pH 5.0 it forms amorphous Fe(III)-hydroxide. Thus jarosite and 
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amorphous Fe(III)-hydroxide control the solubility of iron. High concentrations of sulfates have a significant 
impact on the stability of this AMD system. The complexing ions Cl- and F- have minor impact 
on the stability of iron in this AMD system.  

The thermodynamic database of the Geochemist’s Workbench® (version 5.0.6) does not contain 
thermodynamic constants for schwertmannite. Therefore, the stability field of schwertmannite was 
approximately delineated in the Eh-pH diagram of the studied AMD system according to the literature data 
(Schmiermund, 2008) to show its boundaries to the other precipitated compounds.  

 

 
Fig. 2.  Eh-pH diagram of the Smolnik AMD system at the shaft Pech (SH = schwertmannite).  

 
Precipitates sampled from the Smolník AMD are shown in Fig. 3. The pH~ 3.9, temperature ~14 ºC 

and chemical parameters of the water, from which the precipitates are formed, remained relatively stable 
without significant seasonal variations over a long time periods (Fig. 1). Precipitates occurred in fragile 
spongy-like formations, which usually occurred on the walls or at the bottom of the draining channel. These 
formations gradually grew and formed large (>50 cm) blocks of aggregates. Precipitates could be easily 
removed and dispersed in the water. Large precipitate layers are ultimately broken off by the water 
movement and transported downstream. 

During this study several precipitates were sampled. The specimens were washed in distilled water and 
dried at 22±2°C. Elemental composition of iron precipitate is summarized in Table 1.  

 

Tab. 1.  Chemical analysis of the precipitates formed from AMD (shaft Pech) in Smolník abandoned mine.  
Fe S Al Ca Mg Na K As Cu Zn Mn Pb 
[%] [%] [%] [%] [%] [%] [ppm] [%] [ppm] [ppm] [ppm] [ppm] 

44.89 5.53 0.38 0.1 0.07 0.02 47.5 0.28 112.5 72.5 35 16.8 
 
The Smolník precipitate sample contained 44.89 % Fe and 5.53 % S, yielding a molar Fe/S ratio of 4.7. 

This value is within the range of naturally occurring schwertmannites (Bigham et al., 1994). Schwertmannite 
(ideal formula Fe8O8(OH)6(SO4)) has a molar Fe/S ratio of 8. Variable sulfate content observed in samples 
of natural schwertmannite is due to a positive charge and high surface area of the mineral, causing sorption 
of excess sulfate. This results in a higher sulfur content in the analysis (Bigham et al., 1994; Murad et al., 
1994; Bigham et al., 1996a).  

The presence of minute admixtures of the goethite and of the alunite groups of minerals 
in the precipitate is likely. The occurrence of arsenic (0.4 wt %) in the sediment suggests strong scavenging 
by fresh AMD precipitates because the concentration of As in the stream water was relatively low (30 µg.l-1) 
(Tab. 3). 

SEM examination of the precipitate from the shaft Pech (Fig. 1) showed schwertmannite as small, 
single, quasi-spherical particles of almost identical shape and size as well as aggregates with different sizes. 
The small spherical particles seemed to be cemented together, forming larger aggregates. The characteristic 
pin-cushion morphology of schwertmannite described by Bigham et al. (1994) was not discernible in Fig. 1, 
but this characteristic is not always detectable (Bigham and Nordstrom, 2000). The morphology described 
here is similar to the one reported by Kawano and Tomita (2001) and Jönsson et al. (2005). 
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Fig. 5.  XRD Rietveld plot of the Smolník precipitate. The measured intensities are indicated by open symbols, overlayed with 
a calculated line. The positions of all possible Bragg reflections are noted with the vertical marks in the middle. The bottom curve shows 

the difference between the observed and calculated intensities. 
 
The XRD analysis of the Smolník precipitate gave the characteristic schwertmannite pattern with 

8 broad peaks and a relatively high background. The observed pattern of the peak positions, intensity and half 
width was determined by fitting. This XRD pattern is very similar to that of reference schwertmannite 
(Bigham, 1994). The refined parameters were consequently determined by the crystal structure refinement 
procedure using the Rietveld LeBail (profile matching) technique. The observed and refined values 
of corresponding dhkl are given in the Tab. 3.  

 
Tab. 3.  Comparison of observed, calculated and reported XRD peak values for schwertmannite. 

Hkl dobs [Å] dcalc [Å] dcalc [Å] [47-
1775]* 

210 5.01 4.78 4.86 
310 3.43 3.38 3.39 
212 2.53 2.55 2.55 
302 - 2.30 2.28 
412 1.93 1.97 1.95 
522 1.66 1.66 1.66 
004 1.50 1.51 1.51 

204/542 - 1.45 1.46 
* JCPDS-PDF, 2004 card number  
 
The refined values of tetragonal cell parameters a = b and c are 10.68(3) Å and 6.02(3) Å, respectively. 
The geochemical characteristics of the environment of the Smolník mine site are typical of the other 

known occurrences of schwertmannite. This mineral usually forms as a result of the rapid oxidation of Fe2+ 
in acid, sulfate rich effluents produced by the decomposition of primary sulfides. Schwertmannite is the most 
common iron precipitate formed in AMD. The pH range of 3.0 to 4.5 and sulfate concentrations in the range 
of 1000 to 3000 mg l-1 are optimum for schwertmannite formation (Bigham et al., 1996a). Jarosites are good 
indicators of strongly acidic environments, whereas schwertmannite and goethite (α-FeOOH) are products 
of pyrite weathering in weakly acidic or neutral environments, respectively (Bigham et al., 1996b). 
The chemical composition of the mine water from Smolník deposit at the time of sediment sample collection 
is shown in Tab. 4. The parameters of Pech AMD fit well the geochemical conditions which are conducive 
to iron precipitation as schwertmannite. Schwertmannite formation is achieved at low levels of potassium 
and other monovalent cations, which would otherwise facilitate the formation of jarosites. The concentrations 
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of potassium and sodium (Tab. 4) are insufficient to initiate jarosite formation as dominant phase in fresh 
AMD precipitates (Gramp et al., 2008). 

 
Tab. 4.  Physico-chemical parameters of AMD water from the shaft Pech (April, 2009).  

Fe Al Ca Mg Na K As Cu Zn Mn Pb 
[mg/l] [mg/l] [mg/l] [mg/l] [mg/l] [mg/l] [µg/l] [mg/l] [mg/l] [mg/l] [µg/l] 
365.6 57.5 115.3 334.4 4.8 3.1 30 1.56 7.3 23.3 20 

           
SO4 TDS pH Redox O2 Conduct. Temp. Fe2+ Fe3+   

[mg/l] [mg/l]  [mV] [%] [µS/cm] [°C] [mg/l] [mg/l]   
2320.0 3763.5 3.91 375 <10 2490 14.1 366.8 0.03   

 
 

Conclusions 
 

The abandoned Smolník sulfide ore deposit is still the source of acid, metal laden effluents that continue 
to contaminate adjacent streams and sediments. Attenuation of the negative effect of old mine burdens 
requires long-term and cost-effective technologies that minimize the generation of AMDs. Conventional 
processes for the treatment of AMDs involve neutralization with alkaline chemicals such as limestone, lime, 
sodium hydroxide, sodium carbonate or magnesia. Sulfate complexes with calcium form gypsum 
(CaSO4·2H2O), which precipitates from the solution. This process produces waste sludge containing gypsum 
and metal hydroxides. The sludge is highly contaminated with heavy metals and must be dewatered 
and disposed of in landfill (Lyew et al., 1994). 

The precipitation of secondary iron minerals from AMD impacts the mobility of iron and sulfate in these 
systems. The formation of Fe(III)-hydroxysulfates normally takes place at very low pH values which exclude 
the requirement of neutralizing agent addition, thus minimizing the remediation costs. Iron–oxidizing 
bacteria facilitate the step of ferrous iron oxidation followed by co-precipitation of sulfate and ferric iron. 
Freshly precipitated iron minerals can function as sinks for heavy metals and oxyanions. 

The design of AMD water treatment technologies should prevent metal transport in both soluble 
and suspended form in surface waters (Lintnerová et al., 2006). The step that promotes the formation of ferric 
iron precipitates requires immediate separation of ferric sludge produced in order to ensure retention 
of the contaminant nearby the source of its origin. The systematic removal of iron precipitates is inevitable 
because of possible paragenetic transformations between different iron minerals. These interconversions 
modify the mobility and environmental impact of adsorbed and co-precipitated elements (Cornell 
and Schwertmann, 2003). Acidophilic iron reducing bacteria that survive in AMD environments cause 
reductive dissolution of ferric iron minerals in AMD sediments, which promotes mobilization 
and downstream transportation of iron, sulfate and associated elements (Bridge and Johnson, 2000; 
Coupland, and Johnson, 2008).  

 
Acknowledgement: This work was supported 
by the Operational Programme Research 
and Development through the project: Centre 
of Excellence for Integrated Research of the Earth's 
Geosphere (ITMS: 26220120064), which is                     
co-financed through the European Regional 
Development Fund. We also acknowledge with 
thanks the support of this work from the Slovak Grant 
Agency VEGA, Grant No. 2/0159/08 and 
No. 2/0166/11.  

 
 

References 
 

Acero, P., Ayora, C., Torrento, C., Nieto, J.-M.: The behavior of trace elements during schwertmannite 
precipitation and subsequent transformation into goethite and jarosite Geochim. Cosmochim. Acta 70: 
4130–4139, 2008.. 

Andráš, P., Križáni, I., Kušnierová, M., Adam, M.: Problémy kyslých banských vôd na ložisku Pezinok. 
Odpady 2004, Spišská Nová Ves, 44-47. 

Bethke C.M.: Geochemical reaction modeling. Oxford University Press, New York, 397 p, 1996. 
Bethke C.M.: The Geochemist’s Workbench®, Version 5.0. A User’s Guide, University of Illinois, city, state, 

377 p., 2004.  



 
Acta  Montanistica  Slovaca     Ročník 17 (2012),   číslo 1, 56-64 

             63 

Bigham, J.M., Schwertmann, U., Carlson, L., Murad, E.: A poorly crystallized oxyhydroxysulfate of iron 
formed by bacterial oxidation of Fe(II) in acid mine waters. Geochim. Cosmochim. Acta 54: 2743-2758, 
1990.  

Bigham, J.M., Schwertmann, U., Carlson, L.: Mineralogy of precipitates formed by the biogeochemical 
oxidation of Fe(II) in mine drainage. In: Skinner, H.C.W., Fitzpatrick, R.W. (Eds.), Biomineralization 
of  Iron and Manganese Modern and Ancient Environments. Catena Verlag, Reiskirchen, Germany, 
pp. 219–232, 1992. 

Bigham, J.M., Carlson, L., Murad, E.: Schwertmannite, a new iron hydroxysulfate from Pyhäsalmi, Finland, 
and other localities. Mineral. Mag. 58: 641-648, 1994.  

Bigham, J.M, Schwertmann, U. and Pfab, G.: Influence of pH on mineral speciation in a bioreactor 
simulating acid mine drainage Appl. Geochem. 11: 845-849, 1996a. 

Bigham J.M., Schwertmann U., Traina S.J., Winland R.L., Wolf M.: Schwertmannite and the chemical 
modeling of iron in acid sulfate waters. Geochim. Cosmochim. Acta 60: 2111–2121, 1996b. 

Bigham, J.M. and Nordstrom, D.K.: Iron and aluminium hydroxysulfates from acid sulfate waters. Rev. 
Mineral. Geochem. 40: 351–403, 2000.  

Bridge T.A.M., Johnson D.B.: Reductive dissolution of ferric iron minerals by Acidiphilium SJH. 
Geomicrobiol. J. 17: 193–206, 2000.  

Cornell, R.M and Schwertmann, U.: The Iron Oxides. Wiley-VCH, Weinheim, 2003. 
Coupland, K. and Johnson, D.B.: Evidence that the potential for dissimilatory ferric iron reduction 

is widespread among acidophilic heterotrophic bacteria, FEMS Microbiol. Lett. 279:  30–35, 2008. 
Gramp, J.P., Jones, F.S., Bigham, J.M., Tuovinen, O.H.: Monovalent cation concentrations determine 

the types of Fe(III)–hydroxysulfate precipitates formed in bioleach solutions. Hydrometallurgy                     
94: 29–33., 2008. 

Herrera, L., Ruiz, P., Aguillon, J.C., Fehrmann, A.: A new spectrophotometric method for the determination 
of ferrous iron in the presence of ferric iron. J. Chem. Technol. Biotechnol. 44, 171-181, 1989.  

Jaško V., Cicmanová S., Bajtoš P., Pramuka S., Šesták P., Bašista J., Gajdoš V., Rozimant K., Lintnerová O., 
Hornung L., Galajda J.: Smolník - komplexné hydrogeologické a hydrochemické posúdenie ložiska Cu 
Fe rúd. (manuscript) Aquipur a.s., Bratislava, 125 p, 1996. 

Jaško, V. et al.: Smolník - monitoring vývoja kvality vôd ložiska Cu – S rúd. Ročná záverečná správa, 
Aquipur a.s. Bratislava, 52 p, 1998. 

Jönsson, J., Persson, P., Sjöberg, S., Lövgren, L.: Schwertmannite precipitated from acid mine drainage: 
phase transformation, sulphate release and surface properties. Appl. Geochem. 20: 179–191. 

Kawano, M., Tomita, K.: Geochemical modeling of bacterially induced mineralization of schwertmannite 
and jarosite in sulfuric acid spring water. Amer. Mineral. 86: 1156–1165, 2005, 2001. 

Kupka, D.: Ferrous iron oxidation by bacteria Thiobacillus ferrooxidans, PhD. Thesis, UGt SAV Košice. 
2001. 

Kupka, D.: Bakteriálna oxidácia a redukcia železa v procese tvorby a spracovania kyslých banských vôd. 
Acta Montanist. Slov. 9: 467–472, 2004. 

Lintnerová O., Líšková M., Kušnierová M.: The environmental impact of acidification in the Banská 
Štiavnica mining area, Geologica Carpathica 50, (Special issue, October 1999), 190-191. 

Lintnerová, O., Šottník, P., Šoltés, S.: Vznik kyslých banských vôd a toxických riečnych sedimentov v okolí 
opustenej bane Smolník. Geochémia 2004, Bratislava, 129-131. 

Lintnerová, O., Šottník, P., Šoltés, S.: Dissolved matter and suspended solids in the Smolník Creek polluted 
by acid mine drainage (Slovakia). Geologica Carpathica, 57, 311-324, 2006. 

Lintnerová O., Šoltés S., Šottník P.: Environmentálne riziká tvorby kyslých banských vôd na opustenom 
ložisku Smolník. 1. vyd. – Bratislava. Prírodovedecká fakulta Univerzita Komenského, 158 s., 2009.  

Lyew, D. Knowles, R. and Sheppard, J.: The biological treatment of acid mine drainage under continuous 
flow conditions in a reactor. Process Safety and Environmental Protection 72, 1, pp. 42–47, 1994.  

Murad, E. Schwertmann, U, Bigham, J.M. and Carlson, L.: Mineralogical characteristics of poorly 
crystallized precipitates formed by oxidation of Fe2+ in acid sulfate waters. In C.N. Alpers and D.W. 
Blowes, Eds., Environmental geochemistry of sulfide oxidation American Chemical Society, 
Washington, D.C., pp. 1190-200, 1994. 

Nordstrom, D.K.: Aqueous pyrite oxidation and the consequent formation of secondary iron minerals. In L.R. 
Hossaer, Ed., Acid sulfate weathering. Soil Science Society of  America, Madison, WI, pp. 37-63, 1982. 

Palúchová, K., Auxt, A., Brucháneková, A., Helma, J., Schwarz, J., Pacola, E.:  Systematická identifikácia 
environmentálnych záťaží Slovenskej republiky, záverečná správa Slovenská agentúra životného 
prostredia, Banská Bystrica, 2008. 

Rodriguez-Carvajal, J.: Recent Developments of the Program FULLPROF, in Commission on Powder 
Diffraction (IUCr). Newsletter (2001), 26, 12-19, (http://www.ill.eu/sites/fullprof/).  



 
Daniel Kupka, Zuzana Pállová, Andrea Horňáková, Marcela Achimovičová and Viktor Kavečanský: Effluent water quality and 
the ochre deposit characteristics of the abandoned Smolník mine, East Slovakia 

64 

Schmiermund R.L.: Updating thermodynamic database to include schwertmannite. Economic & 
Environmental Geochemistry, Inc., 6 p, 2008.  

Schwertmann, U., Bigham, J.M., Murad, E.: The first occurrence of schwertmannite in a natural stream 
environment. Eur. J. Mineral. 7: 547-552, 1995.  

Singer, P.C. and Stumm, W.: Acidic mine drainage: The rate–determining step. Science 167: 1121–1123, 
1970. 

Schroth, A.W. and Parnell, R.A. Jr.: Trace metal retention through the schwertmannite to goethite 
transformation as observed in a field setting. Appl. Geochem. 20: 907–917, 2005.  

Šlesárová, A.: PhD Thesis – Modeling of the geochemical evolution of AMD quality at the Smolník Deposit. 
Institute of Geotechnics, SAS, Košice. 104 p, 2007.  

Šottník, P., Šucha,V.: Možnosti úpravy kyslého banského výtoku ložiska Banská Štiavnica – Šobov. 
Mineralia Slovaca, 33, 1, 53-60, 2001.  

Šottník P., Dubíková M., Lintnerová O., Rojkovič I., Šucha V., Uhlík P.: The links between the physico-
chemical character of different mining waste in Slovakia and their environmental impacts. Geologica 
Carpathica, 53, (Special issue, September 2002), 227-229. 

Vogel, A.I.: A Text-book of Quantitative Inorganic Analysis Including Elementary Instrumental Analysis. 
New York: John Wiley and Sons, 1961. 

 


